

ICPO Code: ICPO FOB EN5902025005                                                                            Date: Feb 17, 2025
[bookmark: IRREVOCABLE_CORPORATE_PURCHASE_ORDER]
IRREVOCABLE CORPORATE PURCHASE ORDER
(EN590 Jurong Port)

TO:  EURO-ASIAN OIL
VIA: GUOFU INTERNATIONAL ENERGY  ( info@guofuenergy.com)
[bookmark: _GoBack]
We, buyer name. state and represent that it is our intention to purchase, and we here by confirm that we are ready, willing and able to purchase the following commodity as per the specification and in the quantity and for the price as specified in the terms and conditions as stated below.  This representation is made with full corporate authority and responsibility of the above. 

      ORDER DETAILS
	Commodity
	EN590

	Target CIF Price:
	USD $420 MT Gross  

	Quantity
	Trial 100,000 MT and revolving 100,000 MT * 12 months

	Contract Duration:
	13 months with R & E

	Lifting Port:
	  Jurong Port, Singapore

	Payment Term:
	MT103/TT USD total cargo to seller specified bank account

	Inspection:
	By SGS at loading port under seller’s cost, and By CCIC/CIQ or equivalent at discharging port under buyer’s cost.



TRANSACTION PROCEDURES FOR FOB JURONG PORT(TANK TO TANK)
1.Buyer issues ICPO together with tank storage agreement (TSA) for seller approval

2.Seller issues Commercial Invoice (CI) ICC WARNING LETTER. For the available quantity in the Storage tank in Jurong port terminal.

3.Buyer signs and then returns the commercial invoice with NCNDA/IMFPA signed by all buyer Groups with commission structures.

4.Seller Issue (3 DAY Unconditional dip test authorization (DTA). To endorse by Seller Company, Buyer Company and buyer Logistic company, Upon confirmation of the signed Unconditional dip test authorization (DTA) by both parties, Seller programs the injection and then issues buyer the following documents.

a.   fresh sgs report inspected in jurong port terminal.
b.   tank storage receipt (tsr) with gps coordinates). 
c.    (atv) authorization to verify.
d.   injection report shore tank jurong port terminal.
e.   certificate of origin,
f.   authorization to sell (atsc)

5.Buyer upon physical verification of the product and PPOP confirmation order SGS to conduct the Dip test in the seller Storage Tank on buyer expense.

6.Upon successful dip test, Buyer presents the tank storage receipt (TSR).

7.Seller commences injection immediately into buyer tank and “issues buyer Title of Ownership certificate to be followed by all export Documentation.

8.Buyer makes payment by MT103 or TT wire transfer or GPI for the total product and lifts the product and seller pays all intermediary involved in the transaction.

Sincerely, 
BUYER:   			

REPRESENTED BY: 	
POSITION:  			
[bookmark: BUYER’S_INFORMATION:]SIGNATURE/SEAL:	                                      






















	BUYER'S  DETAILS:

	Company Name
	

	Address
	

	Registration No
	

	Passport No.
	

	Office Telephone
	

	E-Mail Address:
	 



[image: ]




	BUYER'S BANK DETAILS

	Bank Name
	

	Address
	

	Account Name
	

	Account Number
	

	SWIFT Code
	

	Bank Officer
	 

	Bank Tel:
	 

























SPECIFICATION FOR DIESEL EN 590 10PPM
	No.
	PROPERTIES
	METHOD
	UNIT
	MINIMUM
	MAXIMUM
	TARGET

	1.
	Cetane Number
	EN ISO 5165
	
	51.0
	
	

	2.
	Cetane Index
	EN ISO 4264
	
	46.0
	
	

	3.
	Density (at 15 deg C)
	EN ISO 3675
	Kg/m3
	820.0
	845,0
	

	4.
	Density (at 15 deg C) (in air)
	CALCULATED
	Kg/m3
	
	
	To be
reported

	5.
	Polycyclic aromatic hydrocarbons
	EN 12916
	% (m/m)
	
	8.0
	

	6.
	Sulphur content
	EN ISO 20846
	mg/Kg
	
	10,0
	

	7.
	Flash point
	UNI EN ISO
	Deg C
	< 55
	
	

	8.
	Carbon residue (on 10% distillation residue)
	EN ISO 10370
	% (m/m)
	
	0,15
	

	9.
	Ash content
	EN ISO 6245
	% (m/m)
	
	0,010
	

	10.
	Water content
	EN ISO 12937
	mg/Kg
	
	200
	

	11.
	Total contamination
	EN 12662
	mg/Kg
	
	15
	

	12.
	Copper strip corrosion (3 h at 50 deg
	EN ISO 2160
	rating
	
	
	class 1

	13.
	Oxidation Stability
	EN ISO 12205
	g/m3
	
	20
	

	14.
	Oxidation Stability _hours
	EN 15751
	h
	20
	
	

	15.
	Lubricity corr. wear scar diam.
(wsd1.4) at 60 deg C
	ISO 12156-1
	Micron
	
	460
	

	16.
	Viscosity at 40 deg C
	EN ISO 3104
	mm2/s
	2,00
	4,50
	

	17.
	Distillation: recovered at 250 deg C
	EN ISO 3405
	% (V/V)
	
	< 65,0
	

	18.
	Distillation : recovered at 350 deg
	EN ISO 3405
	% (V/V)
	85.0
	
	

	19.
	Distillation : 95% (V/V) recovered
at
	EN ISO 3405
	deg C
	
	360.00
	

	20.
	Distillation : Recovered at 150 deg
	EN ISO 3405
	% (V/V)
	
	2,0
	

	21.
	Fatty acid methyl ester (FAME) content
	EN 14078
	% (V/V)
	
	0,3
	

	22.
	Neutralizing number
	ISO 6618
	Mg KOH/g
	
	0,300
	

	23
	Colour
	ISO 2049
	
	
	2,0
	

	24.
	Conductivity
	ASTM D 2624
	PS/M
	50
	
	

	25.
	CFPP
	EN 116
	deg C
	
	-2
	

	26.
	Cloud Point
	EN 23015
	deg C
	
	
	To be reported












Buyer passport 







Registration
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